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3.5T GVM Plant Trailer

The Zammit Trailers 3.5T GVM Plant Trailer is structurally engineered for Heavy
Duty towing of Skid Steers, Excavators and other Machinery. With a Tare
Weight of 600kg the 3.5T GVM Plant Trailer has a carrying capacity of 2,900kg
(2.97).

Standard Inclusions:

Manufactured using Australian Blue Scope Steel
Expander Mesh Flat Deck Floor for added Safety
Heavy Duty Jockey Wheel

New 14" 185 LT (Light Truck) Tyres and Rims

Rear Supports on Ramps

Tie Down Points

Load Restraint Guide

50mm Ball Coupling

AWD Electric Brakes and Brake Away Unit

5 Stud Axel Hubs and Bearings

Electrical 7 Pin Flat Light Plug

Jerry Can and Spare Wheel Holder

12-month Structural Warranty with guaranteed Priority Servicing

Dimensions:

Overall Dimensions: 4.6m Length x 2.16m Width Flat Deck
 3m Deck

* 1.6m Floor Deck with Expander Mesh

e 1.6m Long Draw Bar

Locator Description Measurement (mm)
A Overall Length (Tow Aftachment to Ramps) 4600
B Overall Width (Outer Guard to Outer Guard) 2160
C Draw Bar Length 1600
D Deck Length 3000
E Deck Width 1600
F Guard Length 1720
G Guard Width (Spare Wheel and Jerry Can Holder) 235
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Australian Built from Australian Blue Scope Steel
Light weight Mesh Flat Deck

Flat Deck Expander Mesh Design -
Non-Trip Hazard

Tie Down Points
Ramp
Supports

50mm Ball
Coupling

New 14" 185
Light Truck
Tyres and Rims

Heavy Duty
Jockey Wheel
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4.5T GVM Plant Trailer

The Zammit Trailers Standard 4.5T GVM Plant Trailer is structurally engineered to
suit a range of applications including Heavy Duty towing of Skid Steers,

Excavators and other Machinery. With a Tare Weight of 800kg the Zammit Trailers
4.5T GVM Plant Trailer has a carrying capacity of 3,700kg (3.7T).

Standard Inclusions:
Manufactured using Australian built Blue Scope Steel
Expander Mesh Beaver Tail Floor

New 15" 235 LT (Light Truck) Tyres and Rims
Tie Down Points

Load Restraint Guide

Pintle Hook Receiver

4AWD Electric Brakes and Brake Away Unit

6 Stud Hub Axle with Parallel Bearings

Electrical 7 Pin Flat Light Plug

Jerry Can and Spare Wheel Holder

12-month Structural Warranty with guaranteed Priority Servicing

Dimensions:

* 4m Deck (3m Flat Deck - Tm Beaver Tail with 75mm Drop) Expander Mesh
* 1.8m Floor Deck Width

* 1.8m Length with Draw Bar

Locator Description Measurement (mm)

A Overall Length (Tow Aftachement to Ramps) 5800

B Overall Width (Outer Guard to Outer Guard) 2480

C Draw Bar Length 1800

D Deck Length 4000

E Deck Width (S-Set / L-Lifted) 1800 (S) - 1900 (L)
F Guard Length 1880

G Guard Width (Spare Wheel and Jerry Can Holder) 280
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Australian Built from Australian Blue Scope Steel
Light weight Mesh Beaver Tail Deck

Heavy Duty Stabilising Legs
(Additional Extra)

Flat Deck Expander
Mesh Design -
Non-Trip Hazard

New 15" 235 LT
Tyres and Rims

\ Tie Down Points Beaver Tail Design
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Additional Extras

Galvanising

Zammit Trailers offers Double Hot Dip Galvanising on both our 3.5T GVM and 4.5T
GVM Plant Trailers. Providing our Customers with a durable, corrosion resistant and
low maintenance solution allowing for added years of service to your Trailer.

Registration
Our On-Site Registration allows for your Trailer to leave our Yard Registered to you,
fitted with a Certified Victorian Number Plate ready to go straight to work.

Stabilising Legs

We highly recommend our Customers to have their 4.5T GVM Plant Trailers fitted
with Stabilising Legs. Due to the weight capacity of the Trailer it is vital to have a
safe mechanism for loading and hitching your Trailer. Our Stabilising Legs work in
rough terrain, perfect for on-site loading and unloading.

Couplings

The standard Towing Accessory for our Plant Trailers is a 50mm Ball Coupling or a
Pintle Hook Receiver, however, our On-Site Zammit Trailers Shop stocks a multitude
of varying Coupling options to suit your needs. Our personal favourite and highly
recommended Coupling is our Quick Release Combination Pintle Hook. Fitted with
a 3.5T Ball and 6T Ring suitable for a standard 4-hole Pintle Hook, including 4 high
tension bolts and nuts.

And More...

 Spare Wheels

e Tie Down Points and Kits
* Mud Flaps

e Jerry Can Holders

e Towing Accessories

e Customisations

LAMMIT TRAILERS ZAMMIT TRAILERS ZAMMIT TRAILERS ZAMMIT TRAILERS ZAMMIT TRAILERS




e |

'I'IIAII!EIIS

CARAVAN CHASSISH“’
TBﬂ,CK AND CAR TRAYS
5 MEFAL FABRICATION:

[ 4
- s

—

659





